
GENERAL DATA 

Electrical: 

Heater, for Uni potential Cathode: 


Voltage. 

6.3 


Current. 

0.7 


Direct 1ntere1ectrode Capacitances (Approx .): 0 j 

Grid No.l to plate . . . 

. • ■ 


Grid No.l to cathode & grid No.3, grid No.2, 

and heater . 

... 


Plate to cathode & grid 

No.3, grid No.2, 

and heater . 

* • • 


Mechanical: 

Mounting Position. 


. 4-5/8" 

Maximum Overall Length . . 


Maximum Seated Length. . . 


. 4-1/16" 

Maximum Diameter . 


. 1 - 13 / 16 " 

Dimensional Outline. . . . 



Bulb. 


. ST-14 


Basing Designation for BOTTOM VIEW . 7S 

Pin 1 - No Connec- 

>ri 

<! Pi n 5 - Gr i d No. 1 

t ion ® 


Pi n 7 - Heater 

Pin 2 - Heater 

.“1 

\ ) Pin 8 - Cathode, 

Pin 3- PI ate. 

L *77? 

J 7 ) Grid No.3 

Pin 4 - Grid No.2 

V-3 

V 

Additional data 

and curves for the 6 F 6 -G 

are the same as 

those shown under type 6 F 6 

0 without externa) shield. 


Indicates a change. 


6F6-GT 

POWER PENTODE 

GENERAL DATA 

Electrical: 

Heater, for Unipotential Cathode: 

Voltage. 6.3 ...... ac or dc volts 


Current. 0.7 .amp 

Mechanical: 

Mounting Position.Any 

Maximum Overal1 Length . 3“7/16" 

Maximum Seated Length.2-7/8" 

Maximum Diameter . 1-9/32" 
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